Extension Modules

HT-CL-AQUT4

Common features

m 4 configurable outputs
m 4 configurable inputs

m communication by CAN bus
(supports div. protocols)

m communication by Modbus
RTU RS485

m power supply 9-30 VDC
m -40°C - +85°C
m DIN Rail 35mm

CuteLine
Analog Output Voltage/Current Module

A universal usable output module to expand by 4 analogue
outputs/inputs.

When the main controller does not have enough inputs and outputs you
can expand them by adding a CuteLine module.

By using of the regular configuration software you simply add and embed
it into your control system.

With the communication options of CAN bus and Modbus RTU the con-
nection to the main controller is very simple.
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Extension Modules

HT-CL-AOUT4

Technical Data
1TV YU o o] O 9-30VDC, Reverse Polarity Protected
Current CONSUMPLION. ....c.cvcvreeirceecirsireses et sssss s ssessssssssssnens 70 mA with 24VDC Input @ 25°C under no load condition
N T 0L o= 0 LT o TP 4, Non-Isolated
N T 0L o= o U U PP 4, Galvanic Isolated
Input/Output Type O =T 0 O 0-20mA/ 4-20mA
L] = T =TSRRI 0-10V
A CCUTACY . eueeeeetetseeseeseet ettt st s bbb bbb E bbbt 0.5% of Full Scale @ 250C
L0111 ) o OO Factory Calibrated
Communication SUPPOIEA ProtOCOIS. ...ttt sttt s s s st ss st s s ses st ansnsennes Can Bus IS/IG
.................................................................................................................................. Can Bus HT Controller
................................................................................................................................................. Mod Bus RTU
0perational TEMPEIATUIE........ccecuiceeeeeetee ettt -40 to +85 oC (-40 to +1850F)
SEOrAQE TEMPEIATUIE.....cecvcvcececeeetee ettt a bbb bbb R bbb b bbb s bbb saenanes -40 to +85 oC (-40 to +1850F)
REIALIVE HUMIAITY. ...vectcteecctctre ettt s e 5t0 95%, Non-condensing
Dimension (including terminal BIOCKS).......c.vcuicicececseees ettt sttt et aen b 30x 110 x 94 mm
Weight (including trMINGI DIOCKS).........ccuiiuieieeeeiectctseteiesestse sttt s bbbt s bbb bbb a Rt s s b een 190g
WVIEE SIZE...eueecectetre ettt ettt st b bR E AR b bbb 2210 12 AWG
0T3O DIN Rail 35 mm

Order codes

HT-CL-AINTO1-00..........ccovurenrenne Analogue input temp module
HT-CL-AINUO01-00.................. Analogue input volt/curr module
HT-CL-AOUTO01-00............... Analogue output volt/curr module
HT-CL-BIN01-00 Binary input module
HT-CL-BOUT01-00 Binary output module
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