Extension Modules

HT-CL-BOUTS

Common features

m 8 configurable outputs

m communication by CAN bus
(supports div. protocols)

m communication by Modbus
RTU RS485

m power supply 7-30 VDC
m -40°C - +85°C
m DIN Rail 35mm

CuteLine
Binary Output Module

A universal usable output module to expand a gen-set controller by 8
binary outputs.

When the main controller does not have enough inputs and outputs you
can expand them by adding a CuteLine module.

By using of the regular configuration software you simply add and embed
it into your control system.

With the communication options of CAN bus and Modbus RTU the con-
nection to the main controller is very simple.
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Extension Modules

HT-CL-BOUTS

Technical Data
POWET SUPPIY vttt bbb bbb en st 7-30VDC, Reverse Polarity Protected
CUrrent CONSUMPLION........cevecrceeeceeetee ettt s bbb s bbb asaaees 45mA with 24VDC Input @ 25°C(Output Fully Off State)
NUMDEE Of DULPULS ..ottt 8, Configurable, Non-Isolated, Short-Circuit Protected
OULPUL CUITENT RALING....cucvcvciecteeeeceeee ettt bbb a bbb es bbb a bt aen Maximum 0.5A Per Channel
ON/Off St VORAGE DIOP .ttt s bbb a s bbb a b a e bbbt aes bt 0.2Vdc Maximum
OULPUL SIgNAI DIAY ...ttt a bbb bbb 0Off to On State @ 10mS Maximum
........................................................................................................................................... On to Off State @ 10mS Maximum
Communication SUPPOIEA ProtOCOIS. ..ottt s s s a s bbb s st n s s s annans Can Bus IS/IG
................................................................................................................................. Can Bus HT Controller
................................................................................................................................................ Mod Bus RTU
0pPerational TEMPEIATUIE........cc.ecuceceeeetee sttt bbb bbb bbb bbb bbbt -40 to +85 oC (-40 to +1850F)
SEOMAYE TEMPEIATUIE......ecvcvctceeceeeetee ettt b st s bbb s bbb st b bbb s s bbb s s st bbb aentanes -40 to +85 oC (-40 to +1850F)
REIALIVE HUMIAITY. ...veceetieeecec ettt s 510 95%, Non-condensing
Dimension (including terminal DIOCKS)..........ocuucicececeeeee ettt bbb s bbb aen b 30x 110 x 94 mm
Weight (inCluding terMINGI DIOCKS).........ccuiuieieeeeectectcteee ettt st bbb bbb st bbb bbb ae s b b saesan b b aeen 190g
WVIEE SIZE...eueeeeceetse ittt sttt ettt s b £ R4 E o444 E AR bR bbb en et s 2210 12 AWG
IVIOUNTING vttt ettt b s ae bbb s s s s e s s AR b s A s R s A e A bRt sae s et s s b s s a s s s s s e DIN Rail 35 mm

Order codes

HT-CL-AINTO01-00 ..........ccocrenreenee Analogue input temp module
HT-CL-AINUO01-00.................. Analogue input volt/curr module
HT-CL-AOUTO01-00............... Analogue output volt/curr module
HT-CL-BIN01-00 Binary input module
HT-CL-BOUT01-00 Binary output module
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