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JOB #

LINE LEAD
INITIAL/LINE #

COUNTRY

DUTY CYCLE: CONTINUOUS DUTY OF ORIGIN

DATE CODE:
MONTH/DAY/YEAR

[20.8+0.51]
82+.02

2X

|

[99.97+1.02]
3.94+.04

|

[71.02+1.02]
2.80%.04

(83.72+1.02]
3.30+.04

NOMINAL SYSTEM VOLTAGE: 24V

3. INRUSH CURRENT: 1000A, RISETIME >3

MILLISECONDS TO 80% OF PEAK INRUSH WITH LINEAR [15.24£0.7¢]
DECAY TO CARRY CURRENT IN < 0.1SEC [10.1620.76] _ | 2X .60+03

4. CARRY CURRENT: 200A 2X  .40%.03 2X5/16-24 UNF2A o oy [28.96+0.51]

5. IP LEVEL: IP66 AND IP47 X #10-32 UNE 2A 1.14£.02

6. MIN PULL-IN VOLTAGE: 18.0V @25°C COIL TEMP

7. MIN HOLD VOLTAGE: 9.0V @25°C COIL TEMP -

8. COILRESISTANCE: 48.0 OHMS +6% @25°C COILTEMP | T It  Fieeree

9. AMBIENT OPERATING TEMPERATURE: -40°C TO 65°C [69.11%1.27]

10.  LIFE CYCLE: 50K CYCLES 5 79%.08

11.  MAX CONTACT STUD TORQUE: 45 IN-LBS [5.08Nm] e

12. MAX COIL STUD TORQUE: 15 IN-LBS [1.69Nm]

13.  CONTACT MATERIAL: SILVER

14. ROHS COMPLIANT

15, REACH COMPLIANT DIMENSIONS IN [ ] ARE mm

16.  CONFLICT FREE COMPLIANT

MATERIAL ' HUEGLI
TECH
LN
o 684-2421-032-02
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